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DESCRIPTION AME NDMENTS 
Rewrite the added cross -reference paragraph to read as 
follows : 

CROSS-REFERENCE TO RELATED APPLICATION 
This application is a continuation of U.S. Patent 
Application 10/130,095 filed May 13, 2002 (now U.S. Patent 

(now U.S. Patent G. 736, 732 issued Mav 18. 2004) 
which was filed as entry into the national stage of 
PCT/AU00/01394 filed November 14, 2000. This application claims 
priority of Australian Application No. PO 4038 filed November 11, 
1999 and Australian Application No. PQ 8774 filed July 13. 2000. 

Rewrite paragraph [0009] to read aa follows: 

A preferred embodiment of the invention will now be 
described/ by way of example only, with reference to the 
accompanying drawings in which; 

Pig. 1 depicts a side elevation of a preferred 
embodiment of the swing according to the present invention, with 
the access ramp being disconnected and the internal seat in a 
collapsed position; 

Fig. 2 depicts a side elevation of a preferred 
embodiment of the swing according to the present invention, with 
the access ramp being connected and the internal seat in an 
erected position; 

Fig. 3 depicts a rear end elevation of the swing 
assembly according to the preferred embodiment of the invention; 

Fig. 4 depicts a perspective view of the main body of 
the swing, with the internal seat shown in a collapsed position; 

Fig. 5 depicts a perspective view of the main body of 
the swing, with the internal seat shown in an erected position to 
provide seating for the occupier 

Fig. 6 depicts a side elevation of the main body of the 

swing; 

Fig. 7 dcpicto a plan view of the main body of the 
owing, — with the internal float ohown in a oollapood position; 
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g *g, 8 dcpicto a front elevation of tho main body of 
the awing, — with tho internal ocat shown in a oollapocd posi feieft^ 

Fi g> P Fig . 7 depicts a rear elevation of the main body 
of the swing,- 

Fig. ' XO Fig. Q depicts an inverted plan view of the 
main body of the swing; and 

Fig- 11 rig- 9 depicts a rear elevation of a further 
embodiment of the main body of the swing incorporating a closable 
storage compartment . 

Rewrite paragraph [0012] to read as follows i 

Figo ■ — 1 to 10 Pigs. 4 to 8 depict various views of the 
preferred embodiment of the main body 10 of the swing apparatus. 
The body 10 is adapted to accommodate a wheelchair and includes a 
platform 17 upon which the wheelchair is carried when in use. 
Extending upwardly from the platform 17 are side and rear walls 
18, 19 respectively. Preferably the main body of the swing is 
formed from moulded plastic so as to provide suitable strength 
whilst also minimising weight. In the preferred embodiment the 
body 10 is of unitary construction, with the platform, side and 
rear walls being integrally formed by means of moulding. Ribbing 
21 may be provided in one or more walls of the body so as to 
enhance the rigidity of the body. 

Rewrite paragraph [0019] to read as follows; 

In accordance with a fourth aspect of the invention, and as 
shown in Fig . — £ Fig. 7 . the body of the swing is preferably 
provided with mounting points 60 on its rear wall so as to 
provide for a means of retaining a wheelchair securely in 
position within the body of the swing whilst the swing is in 
motion. In a preferred form, the retaining means takes the form 
of a chain, strap, or the like which is connected to a mounting 
point 60 on the rear wall of the body of the swing. In use, a 
free end of the retaining chain or strap is passed through a 
wheel of the wheelchair and then connected to the rear wall and 
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tightened sufficiently to securely retain the wheelchair in 
position, in the preferred embodiment, a retaining chain, strap 
or the like is provided on each side of the body of the swing so 
as to engage with and retain each of the two rear wheels of a 
wheelchair. Preferably, the retaining chain is connected to the 
mounting 60 which is slidably mounted on a member 61 so as to 
permit relative lateral movement of the mounting point as shown 
by the arrows 62 . In this way, the mounting point of the chain 
or strap can be positioned directly behind the wheel of the 
wheelchair so as to ensure that the wheelchair is securely 
retained in position. in use, when the wheelchair is positioned 
within the body of the swing, the mountings for the retaining 
chains are positioned directly behind the respective rear wheels 
of the wheelchair. One end of the retaining chain is connected 
to the mounting, whilst the free end of the chain is passed 
through the wheel of the wheelchair and then connected to a hook, 
clip or the like on the mounting. The hook or clip is located on 
a threaded member, the axial position of which can be adjusted by 
turning the member in the desired direction. in this way, it is 
possible to tighten the retaining chain. 
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